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A101
1

SIM

1
A101

SIM

101

1i

Detail number
Sheet number where Detail is located

DETAIL SYMBOL

SECTION SYMBOL

Section number
Sheet number where Section is located

DOOR NUMBER

WINDOW TYPE

1

WALL TYPE

Reference Point
Height / elevation number

INTERIOR ELEVATION SYMBOL

A4000

1

EXTERIOR ELEVATION SYMBOL

A4000

1

F1

FLOOR PLAN KEY NOTE

D1

DEMOLITION PLAN KEY NOTE

C1

CEILING PLAN KEY NOTE

1. ALL DIMENSIONS, DOOR SIZES AND OPENING WIDTHS ARE TO BE FIELD
VERIFIED BY GENERAL CONTRACTOR.

2. OWNER RETAINS SALVAGE RIGHTS TO ANY DEMOLISHED MATERIALS.  ITEMS
NOT CLAIMED AS SALVAGE BY OWNERS IS TO BE LEGALLY DISPOSED OF
OFF SITE.

3. CONTRACTOR TO REPAIR OR REPLACE ALL SURFACES / MATERIALS THAT
ARE DAMAGED OR DISTURBED DURING DEMOLITION AND REMODELING
WORK,  INCLUDING ALL FLOOR, CEILING AND WALL SURFACES.   REPAIR
AND REPLACEMENT IS TO MATCH EXISTING ADJACENT SURFACES UNLESS
NOTED OTHERWISE.

4. ALL UNUSED PIPING IS TO BE CAPPED FLUSH WITH ADJACENT SURFACES.
5. ABANDONED ELECTRICAL WIRING IS TO BE TERMINATED AT NEAREST

JUNCTION BOX OR PANEL.
6. CONTRACTOR TO VERIFY LOCATION OF EXISTING ELECTRICAL, PLUMBING

AND WASTE LINES.

7. GENERAL CONTRACTOR IS RESPONSIBLE FOR REPLACING ALL EXISTING
FIRE PROOFING / INSULATION THAT IS DAMAGED DURING DEMOLITION AND
CONSTRUCTION.

8. GENERAL CONTRACTOR SHALL PROVIDE FIRE RATED CAULKING OR FIRE SAFING
INSULATION AT ALL PENETRATIONS THROUGH FLOOR / CEILING ASSEMBLIES OR
THROUGH EXISTING CORRIDOR WALLS.

1

North: ______  South: ______  East: ______  West: ______

   Special Use and Occupancy (e.g. High Rise, Covered Mall):   __________________

d)    Unlimited Area Building:    Yes  ______   No  ______   Code Section:  ______

a

a

3)    Three Story:   A  (3)______
2)    Two Story:   A  (2)______
1)    One Story:   ______

c)    Total Allowable Area for:

1_<
Allowable Area

Actual Area

b)    Sum of the Ratio Calculations for Mixed Occupancies:

a) 0.25I  = 100
f

F

P 30

W
st

A I

100100
f

IA
t

ta
A  =  A  +             +

Official for Complex Buildings. Including, but not limited to:

g)    Fire Stopping, Including Tested Design Number.
f)    Exterior and Interior Accessibility Route.
e)    Fire Assembly Locator Sheet.

a)    High Rise Requirements.
b)    Atriums.
c)    Performance Based Criteria.
d)    Means or Egress Analysis.

2)    Additional Code Information shall be provided at the discretion of the Building

Code Accessibility Chapters, the more restrictive requirement shall govern.
through     - ADA Guidelines and specific reference to the International Building

1)    In case of conflict with the U.S. Department of Justice Federal Registers Parts

FOOTNOTES:

d)    Drinking Fountains:  ______       Service Sinks: ______
c)    Bath Tubs or Showers:  ______
b)    Lavatories  -  Required (m) ______ (f) ______    Provided (m) ______ (f) ______
a)    Water Closets - Required (m) ______ (f) ______  Provided (m) ______ (f) _____

M.      Minimum Number of Required Plumbing Facilities:

Element Hours Assembly
ListingListingElement AssemblyHours

Smoke Partitions
Fire Partitions

Exterior Bearing Walls
Interior Bearing Walls
Exterior Non-Bearing Walls
Structural Frame
Partitions - Permanent
Fire Barriers

Floors - Ceiling Floors
Roofs - Ceiling Roofs
Exterior Doors and Windows
Shaft Enclosures
Fire Walls

BAHTBABABA

Design Wind Speed:  ______ mphB.      Seismic Design Category: ______

L.      Design Occupant Load:

K.       Fire Resistance Rating Requirements for Building Elements (hours).

Area Modifications:J:

 ____________________________________________Tabular Area:I:

Level 2 = 18,569 gross sq. ft.
Level 3 = 14,824 gross sq. ft.

Actual Area:H:

Number of Stories:   ______   Building Height: ______G:

Required: ______     Provided: ______   Type of Sprinkler System: ____________

Sprinklers:F:

Mixed Occupancies:   ______         Nonseparated Uses:   ______E.

          separation distance (in hours):
 Requirements for the Exterior Walls based on the fireFire Resistance RatingD.

C.      Type of Construction  (circle one):

   Change in Use: Yes ______ No ______  Mixed Occupancy: Yes ______  No ______

Guildelines
ADA Accessibility
Building Conservation
Uniform Code for
National Electrical Code

Conservation Code
International Energy
International Fire Code
International Plumbing Code
International Mechanical Code
International Building Code

YearYear

APPLICABLE CODES

A.      Occupancy and Group:

2006
2006
2006
2006

2006

2005

2006

1991

TYPE B (EXISTING BUILDING - NO CHANGE OF USE)

X X

N/A (EXISTING BUILDING)

EXISTING BUILDING FULLY FIRE SPRINKLED

NO

N/A (EXISTING BUILDING)

N/A (EXISTING BUILDING)

4

N/A (EXISTING BUILDING)

Level 2 = 18,569 gross sq. ft. / 100 = 186 occupants

Exit Width Required = 37"
Exit Width Provided = 12' (existing)

Level 3 = 14,824 gross sq. ft. / 100 = 148 + 124 from Level 2 = 272 occupants

Exit Width Required = 55"
Exit Width Provided = 18' (existing)

N/A (EXISTING BUILDING)
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MAT. MATERIAL
MAX. MAXIMUM
MFR. MANUFACTURER
MECH. MECHANICAL
MIN. MINIMUM
MISC. MISCELLANEOUS
M.O. MASONRY OPENING
MTL. METAL

N.I.C. NOT IN CONTRACT
NO. NUMBER
N.T.S. NOT TO SCALE

O.C. ON CENTER
O.D. OUTSIDE DIAMETER
O.H. OVERHEAD
OPP. OPPOSITE

PART. PARTITION
PL PLATE
PLUMB. PLUMBING
PNTD. PAINTED
PSI POUNDS PER SQUARE INCH

R.D. ROOF DRAIN
REINF. REINFORCED
REQ. REQUIRED
RET. RETURN
REV. REVISED
RM. ROOM
R.O. ROUGH OPENING

SCHED. SCHEDULE
SHWR. SHOWER
SHT. SHEET
SIM. SIMILAR
SPEC. SPECIFICATION
STD. STANDARD
STRUCT. STRUCTURAL
SUSP. SUSPENDED

THRU THROUGH
T.O. TOP OF
TYP. TYPICAL

VERT. VERTICAL
VEST. VESTIBULE
W/ WITH
WO WITHOUT

ADJ. ADJUSTABLE
AFF ABOVE FINISHED FLOOR
ALUM. ALUMINUM
ASTM AMERICAN SOCIETY FOR

TESTING MATERIALS

BITUM. BITUMINOUS
BLDG. BUILDING
B.O. BOTTOM OF
BRG. BEARING

CER. CERAMIC
C.J. CONSTRUCTION JOINT
CLG. CEILING
CLR. CLEAR
CMU CONCRETE MASONRY UNIT
COL. COLUMN
CONC. CONCRETE
CONT. CONTINOUS
COORD. COORDINATE
CPG. COPING

DTL. DETAIL
DWG. DRAWING

EA. EACH
E.J. EXPANSION JOINT
EL. ELEVATION
ELEC. ELECTRICAL
ELEV. ELEVATION
EQ. EQUAL
EXIST. EXISTING
EXT. EXTERIOR

F.D. FLOOR DRAIN
FDN. FOUNDATION
F.E. FIRE EXTINGUISHER
F.F. FINISH FLOOR
FLR. FLOOR
FTG. FOOTING

GA. GAUGE
GALV. GALVANIZED
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GND. GROUND
GYP. BD. GYPSUM WALL BOARD

H.C. HANDICAPPED
HARD. HARDWARE
H.M. HOLLOW METAL
HORIZ. HORIZONTAL
HT. HEIGHT

I.D. INNER DIAMETER
INSUL. INSULATION
INT. INTERIOR

LAV. LAVATORY
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August 18, 2008

Phase 2 - Construction Set

pc

Level 2 - Toilet Room
Plans - Phase 2

pc

Highland Plaza - Remodel

 1/4" = 1'-0"1 Level 2 - Phase 2 Demolition - Base Bid

 1/4" = 1'-0"3 Level 2 - Phase 2 Floor Plan - Base Bid
 1/4" = 1'-0"4 Level 2 - Phase 2 Floor Plan - Alt. No. 1

 1/4" = 1'-0"2 Level 2 - Phase 2 Demolition - Alt. No. 1

DEMOLITION NOTES

FLOOR PLAN NOTES
F1 Repair existing wall where plumbing fixture removed.

Replace damaged ceramic tile with new tile to
match existing.

F2 At area where existing wall removed, patch wall
to match adjacent surfaces.  Replace damaged
ceramic tile and supply new tile to match existing
at area where wall removed.

F3 Clean brick and repoint if necessary at area
where existing wall, cabinets, or other toilet room
fixtures and accessories are removed.

F4 Cover abandoned plumbing with metal escutcheon
plate.

F5 Infill wall where door removed.  Match adjacent
surfaces.  At corridor walls, provide 1-hour rated
assembly w/ 3-5/8" metal studs @ 16" o.c. w/
5/8" Type "X" gyp. bd. each side.

F6 Where old floor removed, level floor and install new
ceramic tile to match existing.

F7 At area where wall removed, patch and level floor
and install new ceramic tile to match existing.

F8 Marble threshold (typical at all ceramic tile floors).
F9 Existing access door at wall to remain.
F10 Furr around relocated plumbing lines.  Coord.

w/ Plumbing Drawings.
F11 Apply opaque window film at inside of glass where

new wall occurs.
F12 Relocate storefront wall and door as shown.

Provide 3-5/8" metal stud wing wall w/ 5/8" type
"X" gyp. bd. as necessary for width of hallway.
Brace wall to structure above as per Details 2 and
3/AE600.2.

F13 Where wall removed, patch jambs and head and
provide stainless steel wall guard to 4'-0" a.f.f.

SEE SHEET AE600.2 FOR INTERIOR FINISHES.

MARK DATE DESCRIPTION
1 10/16/08 Review Comments

3

D1 Remove existing urinal and cap abandoned
plumbing lines.

D2 Remove existing wall.
D3 Remove existing mechanical unit.
D4 Remove existing vanity and sinks.
D5 Remove existing toilet partitions.
D6 Existing toilet to remain.
D7 Existing grab bars to remain.
D8 Remove existing drinking fountain.
D9 Remove existing door and frame.
D10 Remove existing flooring to limit of dashed lines.
D11 Existing ceramic tile floor to remain.
D12 Cut existing masonry wall / concrete slab / metal

deck for new floor drain / plumbing lines - coord.
with mechanical and plumbing drawings.

D13 Remove existing wall to 7'-0" for new opening.

SEE MECHANICAL, PLUMBING AND ELECTRICAL
DEMOLITION PLANS FOR ITEMS THAT MAY NOT
APPEAR ON ARCHITECTURAL DRAWINGS.

1
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Salt Lake City, Utah 84106

AE102.2

August 18, 2008

Phase 2 - Construction Set

pc

Level 3 - Toilet Room
Plans - Phase 2

pc

Highland Plaza - Remodel

 1/4" = 1'-0"1 Level 3 - Phase 2 Demolition - Base Bid
 1/4" = 1'-0"2 Level 3 - Phase 2 Demolition - Alt. No. 1

DEMOLITION NOTES

 1/4" = 1'-0"4 Level 3 - Phase 2 Floor Plan - Alt. No. 1
 1/4" = 1'-0"3 Level 3 - Phase 2 Floor Plan - Base Bid

MARK DATE DESCRIPTION
1 10/16/08 Review Comments

4

FLOOR PLAN NOTES

D1 Remove existing urinal and cap abandoned
plumbing lines.

D2 Remove existing wall.
D3 Remove existing mechanical unit.
D4 Remove existing vanity and sinks.
D5 Remove existing toilet partitions.
D6 Existing toilet to remain.
D7 Existing grab bars to remain.
D8 Remove existing drinking fountain.
D9 Remove existing door and frame.
D10 Remove existing flooring to limit of dashed lines.
D11 Existing ceramic tile floor to remain.
D12 Cut existing masonry wall / concrete slab / metal

deck for new floor drain / plumbing lines - coord.
with mechanical and plumbing drawings.

D13 Remove existing wall to 7'-0" for new opening.

SEE MECHANICAL, PLUMBING AND ELECTRICAL
DEMOLITION PLANS FOR ITEMS THAT MAY NOT
APPEAR ON ARCHITECTURAL DRAWINGS.

F1 Repair existing wall where plumbing fixture removed.
Replace damaged ceramic tile with new tile to
match existing.

F2 At area where existing wall removed, patch wall
to match adjacent surfaces.  Replace damaged
ceramic tile and supply new tile to match existing
at area where wall removed.

F3 Clean brick and repoint if necessary at area
where existing wall, cabinets, or other toilet room
fixtures and accessories are removed.

F4 Cover abandoned plumbing with metal escutcheon
plate.

F5 Infill wall where door removed.  Match adjacent
surfaces.  At corridor walls, provide 1-hour rated
assembly w/ 3-5/8" metal studs @ 16" o.c. w/
5/8" Type "X" gyp. bd. each side.

F6 Where old floor removed, level floor and install new
ceramic tile to match existing.

F7 At area where wall removed, patch and level floor
and install new ceramic tile to match existing.

F8 Marble threshold (typical at all ceramic tile floors).
F9 Existing access door at wall to remain.
F10 Furr around relocated plumbing lines.  Coord.

w/ Plumbing Drawings.
F11 Apply opaque window film at inside of glass where

new wall occurs.
F12 Relocate storefront wall and door as shown.

Provide 3-5/8" metal stud wing wall w/ 5/8" type
"X" gyp. bd. as necessary for width of hallway.
Brace wall to structure above as per Details 2 and
3/AE600.2.

F13 Where wall removed, patch jambs and head and
provide stainless steel wall guard to 4'-0" a.f.f.

SEE SHEET AE600.2 FOR INTERIOR FINISHES.

1
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Level 2 - Ceiling Plans -
Phase 2

pc

Highland Plaza - Remodel

 1/4" = 1'-0"3 Level 2 - Phase 2 Ceiling Plan - Base Bid
 1/4" = 1'-0"4 Level 2 - Phase 2 Ceiling Plan - Alt. No. 1

CEILING PLAN NOTES
C1 Existing ceiling to remain.
C2 Brace wall to bottom of ceiling grid.
C3 Extend wall above ceiling - see Detail 2/AE600.2

and 3/AE600.2.
C4 Repair existing ceiling at area of remodel.
C5 New 2x4 suspended acoustic tile ceiling -

see Details 4/AE600.2 for seismic bracing
detail.

C6 New 2x2 fluorescent light.
C7 Relocated fluorescent light - coordinate with

Electrical Drawings.
C8 Ceiling exhaust fan - coordinate with Mechanical

Drawings.
C9 Diffuser - coordinate with Mechanical Drawings.
C10 New or relocated fire sprinkler head - coordinate

with Plumbing Drawings.

C11 12 ga. hanger wires - min. 8" from perimeter
and 4'-0" o.c. each way - see Detail 5/AE600.2.

MARK DATE DESCRIPTION
1 10/16/08 Review Comments

5

 1/4" = 1'-0"2

Level 2 - Phase 2 Ceiling Demolition Plan -
Alt. No. 1

 1/4" = 1'-0"1

Level 2 - Phase 2 Ceiling Demolition Plan -
Base Bid

CEILING DEMOLITION NOTES
CD1 Remove or relocate existing grill and/or

ductwork.  Coordinate with Mechanical
Drawings.

CD2 Remove or relocate existing fluorescent light.
Coordinate with Electrical Drawings.

CD3 Remove existing ceiling and grid at area of
new wall.

CD4 Relocate existing fire sprinkler.
CD5 Remove existing ceiling, grid, lights, fans

and diffusers.  Coordinate with Mechanical,
Plumbing and Electrical Drawings.

SEE MECHANICAL, PLUMBING AND ELECTRICAL
DEMOLITION PLANS FOR ITEMS THAT MAY NOT
APPEAR ON ARCHITECTURAL DRAWINGS.

CEILING SYMBOLS

1

1
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Vertical compression strut

Fire sprinkler head - see
Plumbing Plans for locations
of new, existing and relocated
sprinklers

Exhaust fan

Return register

Supply diffuser
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Level 3 - Ceiling Plans -
Phase 2

pc

Highland Plaza - Remodel

MARK DATE DESCRIPTION
1 10/16/08 Review Comments

 1/4" = 1'-0"1

Level 3 - Phase 2 Ceiling Demolition Plan -
Base Bid

 1/4" = 1'-0"2

Level 3 - Phase 2 Ceiling Demolition Plan -
Alt. No. 1

 1/4" = 1'-0"3 Level 3 - Phase 2 Ceiling Plan - Base Bid
 1/4" = 1'-0"4 Level 3 - Phase 2 Ceiling Plan - Alt. No. 1

6

CEILING DEMOLITION NOTES
CD1 Remove or relocate existing grill and/or

ductwork.  Coordinate with Mechanical
Drawings.

CD2 Remove or relocate existing fluorescent light.
Coordinate with Electrical Drawings.

CD3 Remove existing ceiling and grid at area of
new wall.

CD4 Relocate existing fire sprinkler.
CD5 Remove existing ceiling, grid, lights, fans

and diffusers.  Coordinate with Mechanical,
Plumbing and Electrical Drawings.

SEE MECHANICAL, PLUMBING AND ELECTRICAL
DEMOLITION PLANS FOR ITEMS THAT MAY NOT
APPEAR ON ARCHITECTURAL DRAWINGS.

CEILING PLAN NOTES
C1 Existing ceiling to remain.
C2 Brace wall to bottom of ceiling grid.
C3 Extend wall above ceiling - see Detail 2/AE600.2

and 3/AE600.2.
C4 Repair existing ceiling at area of remodel.
C5 New 2x4 suspended acoustic tile ceiling -

see Details 4/AE600.2 for seismic bracing
detail.

C6 New 2x2 fluorescent light.
C7 Relocated fluorescent light - coordinate with

Electrical Drawings.
C8 Ceiling exhaust fan - coordinate with Mechanical

Drawings.
C9 Diffuser - coordinate with Mechanical Drawings.
C10 New or relocated fire sprinkler head - coordinate

with Plumbing Drawings.

C11 12 ga. hanger wires - min. 8" from perimeter
and 4'-0" o.c. each way - see Detail 5/AE600.2.

CEILING SYMBOLS

1

1



8

Existing grab bars-reinstall over
new ceramic tile wainscot
Existing ADA accessible toilet

Existing atlas brick wall
Toilet partition

Furr out wall around relocated
plumbing lines

(e
xi

st
in

g)

2'
 - 

10
"

Ceramic tile
wainscot at furred

wall

4'
 - 

0"

(e
xi

st
.)

1'
 - 

7"

Toilet tissue dispenser

Seat cover
dispenser

1 1/2" diam. x 18" long vertical
grab bar - see 11/AE400.2 for
mounting heights

2'
 - 

0"

Ceramic tile wainscot 1

11

AE400.2

Accessible sinks

Countertop

Mirror

Soap dispenser

Ceramic tile wainscot

Bull nose edge

Towel dispenser

8

Exist. grab bars,
reinstall over

new ceramic tile
wainscot

Toilet partition
Ceramic tile

wainscot

Existing toilet (typ.)

Existing grab bar (typ.)

Toilet partition

Infill existing tile
at wall where wall
removed

Existing grab bar -
reinstall over new

ceramic tile
wainscot at east

wall
Tissue dispenser

Existing accessible
toilet

Ceramic tile wainscot

Accessible urinal -
see Detail
11/AE400.2 for
mounting heights

OPEN
1

4'
 - 

0"

18" vertical
grab bar - see

11/AE400.2 for
mounting

dimensions

Toilet partition

Accessible toilet

Bullnose edge - typ.

4'
 - 

0"

Ceramic tile wainscot

Stainless steel grab bars

Toilet partition

Accessible toilet

Tissue dispenser

Cer. tile base

4'
 - 

0"

Existing window behind

Furred wall over existing

Wall mounted urinal

Ceramic tile wainscot
Bull nose edge

Toilet partition
2'

 - 
0"

1'
 - 

5"
11

AE400.2

Accessible urinal

Accessible sinks

Countertop

Mirror

Soap dispenser
Ceramic tile
wainscot
Bull nose edge

2'
 - 

10
"

m
ax

.
6"

Integral counter and backsplash

ADA compliant sink and faucet

1'
 - 

6"

2' - 0"

24" x 18" x 1/4" steel bracket -
paint to match wall color

Provide solid blocking behind
wall at points of attachment

Insulation at all exposed piping
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TOILET PARTITION
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WATER CLOSET SIDE
WALL

1 1/2" DIA. GRAB
BAR WITH 1 1/2"
GAP FROM WALL

WATER CLOSET BACK
WALL

URINAL

H
.C

.

TOILET PAPER
MOUNTING AREA

19
"

15
"

ST
D

.

URINAL SCREEN
WHERE OCCURS

LAVATORY OR VANITY
SINK

27
"

M
IN

.

OFFSET
WASTE

ACCESSIBLE
SINK BOWL
6 1/2" DEEP

TYPICAL TOILET ACCESSORIES MOUNTING HEIGHTS

TYPICAL PLUMBING FIXTURES AND ACCESSORIES MOUNTING HEIGHTS

60" MIN.

9"

6"

TOE SPACE

9"

6"

COUNTER WHERE
OCCURS39" - 41"

18" MIN. 1 1/2" DIA.
VERTICAL GRAB BAR

39
" -

 4
1"

6'-0" min.

Towel dispenser

Acessible sink /
vanity open

Soap dispenser

Cer. tile base

Cased openingCeramic tile
wainscot

4'
 - 

0"

Level 2
10' - 0"

4'
 - 

0"

Ceramic tile wainscot

Soap dispenser

Accessible sink /
vanity - see Detail
11/AE400.2 for
mounting heights

Cased opening

Ceramic tile base
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pc

Interior Elevations -
Phase 2

pc

Highland Plaza - Remodel

 1/4" = 1'-0"1 East Wall - Women's Toilet - Alt. No. 1
 1/4" = 1'-0"2 North Wall - Women's Toilet - Alt. No. 1

 1/4" = 1'-0"3 West Wall - Women's Toilet - Alt. No. 1
 1/4" = 1'-0"4 South Wall - Women's Toilet - Alt. No. 1

 1/4" = 1'-0"5 East Interior Wall - Men's Toilet
 1/4" = 1'-0"6 North Wall - Men's Toilet

 1/4" = 1'-0"7 West Wall - Men's Toilet
 1/4" = 1'-0"8 South Wall - Men's Toilet

 1/2" = 1'-0"11 Section Through Counter
 3/8" = 1'-0"12 Typical Accessible Heights

MARK DATE DESCRIPTION
1 10/16/08 Review Comments

7

 1/4" = 1'-0"10 Interior Wall - Men's Toilet
 1/4" = 1'-0"9 East Wall - Men's Toilet

1

1



3 5/8" metal stud @ 16" o.c. 5/8" m.r. gyp. bd. Ceramic tile wainscot

WALL TYPE B

3 5/8" metal stud @ 16" o.c. 5/8" type "x" gyp. bd.

WALL TYPE A

Ceramic tile wainscot

Acoustic batt at toilet room walls

3 5/8" metal stud @ 16" o.c. 5/8" m.r. gyp. bd. Ceramic tile wainscot

WALL TYPE C

6" metal stud @ 16" o.c. 5/8" m.r. gyp. bd. Ceramic tile wainscot

WALL TYPE D

3 5/8" metal stud @ 16" o.c. 5/8" gyp. bd.

WALL TYPE E

2"

5 
3/

4"

Cont. caulk all around frame

(2) ea. structural studs at jambs

5/8" gyp. bd. each side of wall
at new walls (or match existing
where infilling at existing walls)

Ceramic tile wainscot where occurs
2" 2"

2"

TYPE 1
Hollow Metal

1

AE600.2

see schedule

se
e 

sc
he

du
le

3-5/8" metal
stud @ 16" o.c.

5/8" gyp. bd. ea.
side of wall

Exist. conc. floor

3-5/8" metal kickers,
stagger @ 48" o.c.

Attach kickers to
top member of joist

Existing structure

Suspended ceiling

Existing joists

Acoustic batt insulation

3-5/8" metal
stud @ 16" o.c.

5/8" gyp. bd. ea.
side of wall

Exist. conc. floor

3-5/8" metal kickers,
stagger @ 48" o.c.

Attach kickers to
top member of joist

Existing structure

Suspended ceiling

Existing joists

Acoustic batt insulation

DOOR
NUMBER

DOOR

WIDTH HEIGHT THICKNESS MATERIAL FINISH
FIRE

RATING
HARDWARE

GROUP TYPE MATERIAL FINISH JAMB HEAD

FRAME

COMMENTS

251A (base bid)

251A (Alt. No. 1)

2'-10"

3'-0"

7'-0"

7'-0"

7'-0"

7'-0"

EXIST.

7'-0"

7'-0"

7'-0"

7'-0"

THRESHOLD

1-3/4" SC WOOD STAIN 20 MIN.

1-3/4" SC WOOD STAIN 20 MIN.

1-3/4" SC WOOD STAIN 20 MIN.

EXIST. ALUM. - -

1-3/4" SC WOOD STAIN 20 MIN.

1-3/4" SC WOOD STAIN 20 MIN.

1-3/4" SC WOOD STAIN 20 MIN.

292

292A

296

3'-0"

3'-0"

2'-10"

3'-0"

3'-0"

3'-0"

EXIST. EXIST.

MARBLE

MARBLE

MARBLE

CASED OPENING

TYPE 1

TYPE 1

TYPE 1

TYPE 1 (SIM)

H. METAL PAINT 1/AE600.2 1/AE600.2

H. METAL PAINT 1/AE600.2 1/AE600.2

H. METAL PAINT 1/AE600.2 1/AE600.2

H. METAL PAINT 1/AE600.2 1/AE600.2

H. METAL PAINT 1/AE600.2 1/AE600.2

H. METAL PAINT 1/AE600.2 1/AE600.2

H. METAL PAINT 1/AE600.2 1/AE600.2

H. METAL PAINT 1/AE600.2 1/AE600.2

EXIST. RELOCATE ALUM. DOOR AND FRAME

351A (base bid)

351A (Alt. No. 1)

355

355A

MARBLE

MARBLE

MARBLE

TYPE 1

TYPE 1

TYPE 1

TYPE 1 (SIM) CASED OPENING

7'-0" 1-3/4" SC WOOD STAIN 20 MIN.292B 3'-0" TYPE 1 H. METAL PAINT 1/AE600.2 1/AE600.2

GROUP NO. 1

GROUP NO. 1

GROUP NO. 1

GROUP NO. 2

GROUP NO. 1

GROUP NO. 1

GROUP NO. 1

8"
MAX.

2" 2"

8"
MAX.

"UNATTACHED WALL" "ATTACHED WALL"

3/4"

Spacer bar at ends of
beams and cross tees, to
prevent members from
spreading

Edge molding

12 ga. hanger wires
@ 4'-0" o.c. each way

Three turns of wire
ties w/in 3" - typ.

NOTE: Ceiling suspension assembly to be "heavy duty"
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Schedules and Details -
Phase 2

pc

Highland Plaza - Remodel

DOOR SCHEDULE

WALL TYPES FRAME TYPES

 3" = 1'-0"1 H. Metal Jamb / Head Sim.

 1/2" = 1'-0"2 Wall Section Parallel to Joists - Phase 2

 1/2" = 1'-0"3

Wall Section Perpindicular to Joists - Phase
2

WALL DETAILS

MARK DATE DESCRIPTION
1 10/16/08 Review Comments

8

SEISMIC BRACING DETAILS

FRAME DETAILS

1. Ceramic Tile
a. Porcelain Floor Tile:

Women's Toilets - Match existing 2"x2"
Men's Toilets - DalTile D147

Buffstone Range 2"x2"
b. Porcelain Tile Base:

Men's Toilets - MB-5A in DalTile D147
Buffstone Range 2"x2"

c. Ceramic Tile Wainscot:
Women's Toilets - Match existing 2"x2"
Men's Toilets - Dal Tile X735

Matte Almond 4 1/4" x 4 1/4"
2. Laminates

a. Countertop Laminate:
Wilsonart #1763-60  Brune Slate

3. Paints
a. General Paint (all exposed gyp. bd.):

Sherwin Williams SW6106 Kilim Beige

INTERIOR FINISH SCHEDULE

 1 1/2" = 1'-0"5 Perimeter Details @ Susp. Ceiling

1
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